MAY BIEN DONG TRUNG THE TRONG NHA
INDOOR CURRENT TRANSFORMERS
CTx-xCxlIxx

TRONG NHA

Dién ap cao nhat cho thiét bi

EMIC.

ISO 9001 : 2015

(Highest voltage for equipment) kvl 7,2;12;17.5; 24
Danertenuenty estvatioge 1o I¥V12004528;38;50
(.i;;?);r?gtrngg;l?g t:: voltage) [kvl  60;75;95;125
Fotetshortome termalcunent (1) KA1 80IN/15: 25KA/1S; 315kA1
(??Z?Sd(?s;eﬁyh dint i [A] 1-2500

Phu tai / cap chinh xac do luong
(Burden/Measuring accuracy class)

[VA/cl] 5-30VA/0.2-0.5-0.5FS10-1

Phu tai / cap chinh xac bao vé

(Burden/Protection accuracy class)

[VA/cl] 5-30VA/5P5;5P10; 5P15; 5P20

MOTA

May bién dong CTx-xCxlIxx dugc duc trong chan khong bang
hé nhua epoxy cia hdng Huntsman véi cac tinh chat co va
dién rat tot, chiu dugc su thay déi nhiét dé dot ngét, chiu dugc
tacdong cua dién ap danh thing trong dai han.

May bién dong CTx-xCxIxx dugc thiét ké mot hay nhiéu ti so,
c6théthay dditi s6 bang cach néiphiathu cap.

C6 2, 3 cudn day thur cap. Cudn day thi cap dugc st dung véi
muc dich d€ do ludng hodc bdo vé. D& phong nglia nguy
hiém, mach th c&p ctia May bién dong phai luén néi véi phu
tai hodc ngdn mach. Mét dau néi ciia cudn tha cap phai dugc
ndi dattrong sudt quatrinh van hanh.

May bién dong c6 thé 13p dat dugc & moi vi tri bdi bén buldng
batvao bon 16 trén chan dé. Chan dé dugc lam bang thép, két
cduviing vadugcmakém.

Cac dau ra ctia may bién dong dugc duc lién véi than may, hép
che 6 ddu day cé ndp va vitri niém chi.

Céccapdiénap...6(6-7,2); 10(10-12); 15(15-17,5); 22(22-24)kV

Dong dién so cap dinh mic...5; 10; 15; 20; 25; 30; 40; 50; 60; 75;
100; 150; 200; 250; 300; 400; 500; 600; 750; 800; 1000; 1200;
1250,2000, 2500, 3000A...

Dongdiénthucap dinh muc...5A; 1A
Tansé dinh muc...50Hz

May bién dong dugc thiét ké va san xuat theo tiéu chuén IEC
60044-1,2; IEC61869-1,2,TCVN7697-1.

Piéukién méitrudng:

Nhiét do méi trusng: -5°C~+45°C.

Do cao: khéng vuot qué 1500m

D6 4m maéi trudng tucng déi trong 24h khéng vugt qua
95%.

DESCRIPTION

The CTx-xCxIxx current transformer is vacuum cast using
Huntsman's epoxy resin, offering excellent mechanical and
electrical properties. It can withstand sudden temperature
changesand long-term exposure to breakdown voltage effects.

The CTx-xCxIxx current transformers are designed as one or
two ratios tranformers, the ratio may turn with the possibility to
be change overon the secondary side.

Thereis two secondary windings.The secondary winding is used
for measurement or protection purposes. For preventing
hazardous, always be connected to load (burden) or short-
circuit the secondary of the current transformer and ground one
terminal of each secondary winding of the current transformer
during operation.

The transformer can be mounted in any position. The
transformer body is fixed by using four screws. The base has
rugged construction, are made of galvanized-steel.

The secondary winding is lead out into a cast-type secondary
terminal board which is covered with a sealable cover.

Mainvoltages...6(6-7.2); 10(10-12); 15(15-17,5); 22 (22-24)kV

Rated primary currents... 5; 10; 15; 20; 25; 30; 40; 50; 60; 75; 100;
150; 200; 250; 300; 400; 500; 600; 750; 1000; 1200; 1250, 2000,
2500,3000A

Rated secondary currents...5A; TA
Rated frequency... 50Hz

The transformers are designed and manufactured in conformity
with the following standards and recommendations: IEC 60044-
1;IEC61869-2; TCVN 7697-1.

Service conditions:

Ambient temperature: -5°C~+45°C.

Altitude: does not exceed 1500m.

Humidity: the average value of the relative humidity measure
for a period of 24 h does not exceed 95 percent.



KY HIEU (BASIC MARKING)

CTx-xCxlIxx

. Khéng cé6 cudn bao vé

6... Dién 4p I6n nhat 7,2kV (.. Without protection winding)
(... higfve5f v0{tage Z.ZkV) A...Cap chinh xac cho bao vé 5P5
10... Bién ap I6n nhat 12kV (A... Protection accuracy class 5P5)

(10... highest voltage 12kV)
15... Dién ap I16n nhat 17,5kV
(15... highest voltage 17.5kV)
22...Dién ap I6n nhat 24kV
(22... highest voltage 24kV)

B...Cap chinh xac cho bao vé 5P10
(B... Protection accuracy class 5P10)
E...Cap chinh xac cho bao vé 5P15
(E... Protection accuracy class 5P15)
C...Cap chinh xéc cho bao vé 5P20

2C... 2 léitir (2C... 1core) — (C... Protection accuracy class 5P20)
3C...3 loi tur (3C... 3cores)

4C... 4 l6i tur (4C... 4cores) T 1..1tisé(1... 1 ratio)

5..Dodng thi cap 5A 2...2ti s6 (2... 2 ratios)

(5... Secondary current 5A) 3...3i 56 (3... 3 ratios)

1..Dong thir cap1A
(1... Secondary current 1A)

- l..Trong nha (I... Indoor)

SO DO NOI DAY (CONNECTION DIAGRAM)
Pl P2 P1 P2

o -

L1 152183 Los1 252 263 L3671 362 363 L 151 152153 L2s1 252 253 L351 352 353 Last 452 453
Loai 3 16i, 2ty s6 Loai 4 16i, 2 ty s6
(3 core, 2 ratios type) (4 core, 2 ratios type)
KICH THUGC (DIMENSIONS): P1 Side hodic P2 Side

CURRENT TRANSFORMERS
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KHOI LUONG (WEIGHT): ~55kg
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