TRONG NHA

MAY BIEN DIEN AP TRUNG THE TRONG NHA
INDOOR POTENTIAL TRANSFORMERS
PT35-1ZHIxx

Dién ap cao nhat cho thiét bi
(Highest voltage for equipment)

EMIC.

ISO 9001 : 2015

[kV] 40.5

Dién ap thirtan sé cong nghiép, 1 phat
/Pién dp thir cach dién cdm ung [kV] 70

(Burden/Measuring accuracy class)

(Power frequency test voltage, 1 min

/Induced voltage withstand test )

Dién ap thir xung sét

(Lighting impulse test voltage) [kv] 170

Phu tai / cap chinh xac do ludng (VA/cl] 10 - 50VA/0.5-1

MOTA

May bién dién ap PT35-1ZHIxx dugc duc trong chan khéng
bdng hé nhua epoxy clia hang Huntsman véi cac tinh chat co
va dién rat tét, chiu dugc su thay d6i nhiét do déot ngét, chiu
dugctacdong cliadién dp danh thiing trong daihan.

May bién dién ap PT35-1ZHIxx dugc thiét ké mot hay hai ti s6,
c6théthay d8iti s6 bang cach d6indi phia thicap.

C6 1 dén 2 cudn day thar cap. Cudn day thi cap dugc st dung
véimuc dich d€ do ludng hodc bdo vé.

Méy bién dién ap c6 thé ldp dat dugc & moi vi tri bdi bén
buldng bét vao bén 16 trén chan dé. Chan dé dugc lam bang
thép, két cau viing va dugc ma kém ,chiu dugc méi trudng 4m
uét...
Cac dau ra ctia may bién dién ap dugc duc lién vai than may,
hoép che 8 dau day c6 ndp va vi tri niém chi.

Vi may bién diénap 1 pha 1su, trung tinh cachly

thudng xay ra hién tugng Cong hudng sat tu. Hién
tuong nay xay ra do tadc dong phuc tap gilta dién dung ndi tai
trong hé théng va cudn cdm ctia Mdy bién dién ap gay dao
déng ca dién ap va tan s6, c6 thé dan dén qua nhiét va qua ap
may bién ap gay hong thiét bi. GELEX ELECTRIC khuyén céo:
sttdung cudn day dién ap du, dau mach “tam gidc hd” véi may
bién ap do ludng 1 pha.Trong ba pha ndi“tam giac hd” cé thiét
bi chéng cong hudng sét tir d€ ngan can cac dao dong hoi
phat.

Capdiénap...35kV

Pién ap socdp dinh mic... 35:V3; 35(22):v/3;38,5:13...kV

Pién ap thir cap dinh muc... 100; 110; 120; 100:V3;110:\3;
100:3; 110:3V.

Tan s6 dinh muc...50Hz

May bién dién ap dugc thiét ké va san xuat theo tiéu chuédn IEC
60044-2;IEC 61869-1,3; TCVN 7697-2; TCVN 11845-1,3...

Piéu kién méitrudng:

Nhiét do méi trwdng: -5°C + 45°C.

D6 cao: khong vwot qua1500m

Do dm mai trwdng twong ddi trong 24h khéng vwot qua
95%.

Phu tai / cap chinh xac bao vé
(Burden/Protection accuracy class)

[VA/cl] 10 - TO0VA/ 3P

DESCRIPTION

The PT35-1ZHIxx transformers are vacuum cast in epoxy resin one
of Huntsman’s electrical insulation materials with very good
mechanical and electrical properties, high resistance to thermal
shock, long-term behaviour inrelation to breakdown strength.

The PT35-1ZHIxx transformers are designed as one or two ratios
tranformers, the ratio may turn with the possibility to be change
overon the secondary sside.

The transformer have one or two secondary windings. The
secondary windings are used for measurement or protection
purposes.
The transformer can be mounted in any position. The transformer
body is fixed by using four screws. The base has rugged
construction, are made of galvanized-steel, with stand high
humidity environments.
The secondary winding is lead out into a casted secondary terminal
board which is covered with a sealable cover.

Thesingle phase inductive transformer, insulated earth

neutral system, Ferroresonance may occur. Whose
overvoltages, overcurrents and distortions wave forms result in
thermal and dielectric stresses which may be dangerous for
electrical equipment (failure reduction in performance and lifetime
of insulators...). GELEX ELECTRIC is always recommending the use
residual voltage winding , conectted delta winding in single phare
inductive voltage transfomers. In general, ferroresonance can be
eliminated by the use of a ferromagnetic anti-resonance device The
resistor is placed as a burden in opendelta circuit formed by three
voltage transformers’ delta windings. The opendelta circuit must
always be earthed only at one pointas seenin connection diagram.

Mainvoltages... 35kV

Rated primary voltages... 35:\3; 35(22):V/3;38.5:13...kV

Rated secondary voltages ... 100; 110; 120; 100:3;110:V3; 100:3;
110:3V.

Rated frequency... 50Hz

The transformers are designed and manufactured in conformity
with the following standards and recommendations IEC 60044-2;
IEC61869-1,3; TCVN7697-2; TCVN 11845-1,3...

Service conditions:

Ambient temperature: -5°C + 45°C.

Altitude: does not exceed 1500m.

Humidity: the average value of the relative humidity measure
for a period of 24 h does not exceed 95 percent.
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KY HIEU (BASIC MARKING)

35... Dién ap I6n nhat 40,5kV
(35... highest voltage 40.5kV)

1ZH... Loai 1 pha 1 su
(1ZH... PT with 1 phase 1 bushing)

PT35-1ZH I x x

.. Khéng c6 cudon bdo vé

(... Without protection winding)
P... C6 cudn bdo vé

(P... With protection winding)

1. 1tis6 (1... 1 ratio)

2..2ti s6 (2... 2 ratios)

- L..Trong nha (I... Indoor)

SO DO NOI DAY (CONNECTION DIAGRAM)
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CONG TY cO PHAN DlEN LUC GELEX

A Sb 52 pho Lé Pai Hanh, Phuong Hai Ba Trung, Thanh phd Ha Nai, Viét Nam

1l KCN Dai Bdng - Hoan Son, xa Dai Déng, tinh B4c Ninh, Viét Nam

¢ (84-24) 7 3012344 s (84-24) 36331 510@ gelex-electric.com $ ge@gelex-electric.com

GELEX ELECTRICITY JOINT STOCK COMPANY
A No.52 Le Dai Hanh Street,Hai Ba Trung Ward, Hanoi, Vietnam
ol Dai Dong-Hoan Son Industrial Zone, Dai Dong, Bac Ninh province, Vietnam

¢ (84-24) 7 3012344 s (84-24) 3 6331 510@ gelex-electric.com $ ge@gelex-electric.com
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